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- Medical Field LED
il lumination Series

LED surgical lights / LED Medical Examination Lamp
LED X-ray film viewers / LED visual testing light box
Surgical and Endoscope Pendant
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JIANGSU ROOE MEDICAL TECHNOLOGY CO.,LTD.
Add: Room1311,1313, Guotai New World Plazza, No19,

East Renmin Road,Zhangjiagang, Jiangsu, China.
Tel:+86 512 58810663
Whatsapp/Mobile:+ 86—1896228/7398;15962399164
Email:info@wanrooemed.com
Website: www.wanrooemed.com

JIANGSU ROOE MEDICAL TECHNOLOGY CO.,LTD.




® Redlight mode

Ultra slim lamp :

UG - bit handle design,

more convenient for operation
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500 dome head thickness

® (Gesture sensing

® Electricdimming

® Greenlight mode IPS LCD display e

Shadow compensation e

New drilling lens design e

700 dome head thickness

Please referto the actual product exact size.

» Product Feature

® Optical PMMA Lens, Innovative Lighting Collecting Technology, Excellent Light Efficiency.
e German Osram LED with Average Lifespan over 50,000 hrs.

¢ PWM Dimming System, Color Temperature Flexibly Adjustable.
e Quter cover use engineering plastics and unique inlaid aerospace-grade aluminum top cover.
® Buckle type plugin detachable sterilized handle, easy to clean and sterilize.

e Constant Current Drive for Stable Working and increasing usage life time.

® Ultra-slim Streamline Design with the 700 Dome Thickness only 95mm.

® Fasyto Operate menuwith 4.3 touch controller.
® Simple and clear operating system, touch and click specific icons to achieve each function.

® Adjustable field diameter and optional built in camera direction.

® Optional Function: Shadow compensation; Electric focus adjustment, mutual control for double

dome, gesture sensing function, wireless remote controller.

e Optional:

D built in/external camera system .

Colortemperature adjustable(Standard configuration)

According to their own conditions to choose the most appropriate light tone,
can increase red, green compensation, improve the color rendering index, can
more clearly distinguish between different types of tissue, more accurate
identification of the most real color of the organization.

New brick lens design(Standard configuration)

Excellent optical design, more beautiful appearance, higher light efficiency,
less glare.

Shadow compensation(High configuration)

Humanized intelligent shading compensation technology; when the doctor's
head blocks part of the light source, the brightness of the led light source in
other areas will automatically increase to ensure the brightness of the
surgical field.

Electric dimming spot(High configuration)

Control diversification, handle and controller can control the size of the spot,
convenient and fast.

Dual lamps mutual control(High configuration)

The controller of two lamp can control each other's color temperature, cavity
mirror, camera and so on.

Gesture sensing function(Optional)

By detecting gesture motion through the sensor, non-contact adjustment can
berealized, which is convenient and fast.

Wireless control(Optional)

Adopt Lora modulation technology, encrypt wireless transmission, safe and
reliable, transmission distance is no less than 20 meters, can realize remote
control of shadowless lamp, operation is more convenient.
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https://www.youtube.com/watch?v=c7VVdJNjSUY

Kare Series Surgical Light >>>

» Configuration selection

Perfprrnar_nce _ _ -
morsee;nhi%.igh Sandar:;mflguratlon HRtasatin Eegcrl]ta&gg;een fgri?::gﬁsation SHHIsEGOUINg glr:ileal’?esrscontrol ﬁjiscillgﬁ R Egrzlfrg: ?a%era
AKL-K700/500H (700+500 head light)| Mounted ceiling O O O
AKL-K700/500 (700+500 head light)| Mounted ceiling O O O
AKL-K700/700H (700+700 head light)| Mounted ceiling O O O
AKL-K700/700 (700+700 head light)| Mounted ceiling O O O
AKL-K500/500H (500+500 head light)| Mounted ceiling O O O
AKL-K500/500 (500+500 head light)| Mounted ceiling @ ) O Optional function | Optional function | Optional function
AKL-K700H (700 head light)| Mounted ceiling O O O
AKL-K700 (700 head light)| Mounted ceiling O O O
AKL-K500H (500 head light)| Mounted ceiling O O O
AKL-K500 (500 head light)| Mounted ceiling O O O
AKL-K700H(L) (700 head light) Portable @ O @

AKL-K700(L) (700 head light)|  Portable ® O O
AKL-K500H(L) (500 head light) Portable O, ) @
AKL-K500(L) (500 head light) Portable O, @, O
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AKL-K700/700
AKL-K700/700H

AKL-K700/500
AKL-K700/500H

» Specification

Model 700 Lamp Head 500 Lamp Head
Voltage AC100-240V 50Hz/60HZz
lllumination 40000-160000Lx (adjustable) 40000-120000Lx (adjustable)

Colourtemperature

4000-5000K (adjustable)

Lamp power 145VA 110VA
Spot diameter 180-280mm(adjustable)
Colour rendering index =90
Lighting depth =950mm =21100mm
Brightness Level Dimming O steps
LED Bulb life =>50000h
LED Bulb number 81pcs 51pcs

LED Bulb brand

German Osram

LED Bulb maximum power

Bulb rated power 3W

Bulb actual power less than 1W

AKL-K500
AKL-K500H

AKL-K700
AKL-K700H

AKL-K500 (L)

AKL-K500H (L)

AKL-K700 (L)
AKL-K700H (L)
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Ll B ) Color temperature adjustable synchronous function Adjustable light field by central handle
- Adjustable color temperature: The Operate any controller, and the main Diversified control, the handle can
— 2 | color temperature of SUFQiCEIl |amp and auxiliary ||ght$ Change at the COUtI’O' |Ightfle|d size, convenient and
| can be adjusted according to the same time. quick.

demand, so that the color of tissues
can be identified more clearly and
accurately

Optional builtin camera system New brick lens design PPSU Handle

HD carmera system can realize remote New drilling lens design: excellent optical Fast assemble, PPSU material with high
consultation, large-screen conference, design, more unique outlook, higher light temperature and corrosion resistance.
remote teaching and other functions. efficiency, less glare.

® High and low colour temperature

Handle to adjust light spot ®

» Product Feature

New drilling lens design e

® 360" handle e Optical PMMA Lens, Innovative Lighting Collecting Technology, Excellent Light Efficiency.
e German Osram LED with Average Lifespan over 50,000 hrs.
* PWM Dimming System, Color Temperature Flexibly Adjustable.

e Quter cover use engineering plastics and unique inlaid aerospace-grade aluminum top cover, 360°circle handle side on
the lamp head for convenient operating.

e Buckle type plugin detachable sterilized handle, easy to clean and sterilize.
Ultra slim Iamp : ® Constant Current Drive for Stable Working and increasing usage life time.
U6-bit handle desig n, e Ultra-slim Streamline Design with the 700 Dome Thickness only 100mm.

More convenientfor operatio N ® Simple and clear operating system, push specific icons to achieve each function.

A— o \0om

i a ® Optional: Optional: HD built in/external camera system

® One button to change lighting mode: Standard, endoscope, low light lighting

® Adjustable field diameter and optional built in camera direction

® Optional: wireless handheld controller, two dome Sync function

500mm head thickness 7/00mm head thickness
9

Please refer to the actual product exact size.
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https://youtu.be/iqB3jR5EmyU



(Grace Series Surgical Light >>

» Specification

| Model | 700LampHead | sOOLampHead
AKL-G700/700 Voltage AC100-240V 50-60Hz
ilmitation 40000-160000Lx (adjustable)
180-280mm(adjustable)
(om0
Bulb rated power 3W Bulb actual power less than 1W

AKL-G700/500
AKL-G700 (L) AKL-G500 (L)

AKL-G700 AKL-G500
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AKL-700/700D

Deer Series Surgical Light >>

» Product Feature

® Simple and clear operating system

e Buckle type plugin detachable sterilized handle, easy to clean and sterilize.

e PWM Dimming System, Color Temperature Flexibly Adjustable.

e One button to change lighting mode: Standard, endoscope, low light lighting

® Adjustable field diameter

e German Osram LED, high light efficiency, with Average Lifespan over 50,000 hrs.

® Optical PMMA Lens, aluminum board heat dissipation,unique collecting technology, low energy consumption and high light
efficiency

AKL-700/500D
» Specification

Model /00 Lamp Head 500 Lamp Head
Voltage AC100-240V 50Hz/60HZz
lllumination 40000-160000Lx (adjustable) 40000-120000Lx (adjustable)
Colourtemperature 4000-5000K (adjustable)
Lamp power /0VA 65VA
Spot diameter 120-260mm(adjustable) 120-280mm(adjustable)
Colourrendering index >85
Lighting depth =600mm 2800mm
Brightness Level Dimming 1%-100%
LED Bulb life >50000h
LED Bulb number 80pcs 48pcs asl AL - AKL_SOOD(L)
LED Bulb brand German Osram
LED Bulb maximum power Bulb rated power 3W Bulb actual power less than 1W

Wall Mounted Surgical Light Low Ceiling Ceiling Surgical Light

AKL-500D
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LED Surgical Light with Camera System >>>

HD Central Cameraﬁ
'

i
» Application

With the improvement of overall
hospital information construction,
digital operating room construction has
become a trend, operating surgical
shadowless lamp camera system is an

'l--#-

P
[ — E T 4

.

-
|
{

dependent External Camera
- .

.

Sl

» Product Feature

The anti-shaking and anti-noise functions

Can effectively overcome the image Dblur
caused by vibration, and filter the noise wave
In the picture, even in the low light
environment can obtain the cleaning effect of
the picture.

HD Camera System

Through the Internet, HD camera system can
realize remote consultation, large-screen
meeting, remote teaching, etc., doctors can
record the operating room live, seat training
research, online learning precious resources

Optional companion solution

Solution 1: It can be equipped with built-in
central/external camera, SDI HD LCD monitor,

4 channels HD-SDI digital hard disk video
recorder to form the recording system.

Solution 2: The system can be equipped with
built-in central/external cameras and SDI| HD
recorder and display termination.

video camera

Lcd Monitor Digital Video Recorder SDl recorder and display
termination

Remote Consultation Remote teaching

important part of the digital operating
room.The camera system will monitor
the operation field and transmit the [ J
high-definition surgical images to the
hospital network. The recorded high-
definition images and video can be
used for remote consultation, remote
teaching, and expert discussion.

Independent External Camera System

Operating Room Real meeting

» Supporting parameters

Camera Digital Video Recorder : S , . .
specifications @D Specifications @ | LCD Monitor Specification 3) | SDI recorder and display termination @

® [mage Sensor:1/2.8 e Operating system: Embedded LINUX ¢ Size:21.5iInch HD IPS LCD ¢ S5ize:21.5inch HD IPS LCD monitor
type CMOS operating system monitor ® | ocal video input:SDI1*1,1920*1080 60Hz,

e Resolution:1920x1080 | e Video output: 1 channel BNC, 1 * Max Resolution:1920*1080 12807720/60Hz
e Digital zoom:12x channel VGA,1 channel HDMI (1080P e VVideo Input:SDI*1,S- ® Resolution:1920*1080/60Hz

e Optical zoom: central 10| 30 frames) HD output VEDIO*1,VGA*1,HDMI*1 ® Network video input:4 channels,resolution:

X, external 30x e VVideo input: 4-channel SDI+ 4-channel | e Video output:SDI-1 1920*1080/30Hz
1080P IPG ® Video output:VGA*1 , HDMI*1

e Audio input: 4-channel RCA ® Audio input:1 channel Double track/3.5mm

Central camera operation shadowless lamp

e Network: 1 network port 10 MBIT/s, connector
100 MBIT/s, and 1000 MBIT/s ® Audio output:1 channel Double track/3.5mm
adaptive Ethernet ports connector

® Network: 1 network port 10 MBIT/s, 100
MBIT/s,and 1000 MBIT/s adaptive Ethernet
ports

® USB connector:1*USB 3.0 connector .
1*USB 2.0 connector

® Harddisk:Support 1 SATA connector( default
harddisk is 1TB, adisk supports a maximum

of 6TB)
® Communication: 1 RS-485

® USB connector:2*USB2.0 connector
® Harddisk:Support 2 SATA connector( A
disk supports a maximum of 3TB)

®* Communication: 1 RS-485, supporting
multiple PTZ protocols

Option 1: W@G
I 1 1 S0o0e wes

Option2: W@
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A Series LED Examination Light >>>

» Product Feature

e German Osram LED, it can work more than 50 000hours.

e Colortemperature can adjust flexible and illumination memory function.

® Constant currentdrive for stable working, and forincreasing working life.

e With an optical lens, it has unique Polyoptic technology, high light efficiency, low power, and long life of the light source.

e Unique Engineering Plastic Aluminum case with Aviation Aluminum Top in two colors.

» Specification and model

Model Light head Light Source Install Power Input
AKL-A250L iiii‘zlaepggﬁfe‘%omm’ LED Mobile 100-240V~Max 0.3A
AKL-A250 it e LED Rail clip 100-240V~Max 0.3A
AKL -250D Ssiiizgpggﬁ,l"e%omm’ LED Ceiling 100-240V~Max 0.3A
AKL -2508B S;;Zﬁepgg%"ezmmm’ LED Wall 100-240V~Max 0.3A

» Specification

lllumination

>40000Lx

Colour temperature

4200-5500K (adjust)

Spot diameter

180-220mm

Colour rendering index

Ra>90

I 1 3 DooEe wi

» AKL-A250L

up 90 degrees, down 90 degrees
Turn 300 degrees horizontally

85-180cm

Adjustable rotate up to 53 degrees,
down 35 degrees

Light Head Distance from Floor

N

\
(D power switch
@ High and low color temperature switch
@ Brightness adjustment button y

Nooe wz: 14 I




B Series LED Examination Light >>>

» Specification and model

» Product Feature Model Light Head Light Source Install Battery Power Input
: i @ »
® Germany Osram LED Light Source, Overall aluminum board with good dissipation, power of the LED has a large margin to AKL-B400/400(bat) Size approx. 40cm, double head LED Ceiling 100-240V~180VA
over 50000hours lifespan. . o O
AKL-B400/400 Size approx. 40cm, double head LED Ceiling 100-240V~90VA
® High-frequency PWM modulation and constant current drive design, realize precise control of LEDS current and stable color
temperature. AKL-B400 Size approx. 40cm, single head LED Ceiling O 100-240V~45VA
@® High and low color temperature LEDS Consist and independently controlled, adjusted from 4200-5500K to meet the needs
of dosloie AKL-B400(bat) Size approx. 40cm, single head LED Ceiling @ 100-240V~90VA
@® Touch control to avoid moving the lamp head, and the high-definition full-color LCD display is clear at a glance.
i % . X . ’ ”*
® 3 joints can rotate to realize multi-angle irradiation. AKL-B400L(bat) Size approx. 40cm, single head LED Mobile 100-240V~90VA

@® The large-span design of the base, the S-shaped vertical support tube, and the silent casters with locks, stable and move
flexibly.

Rotatable angle £110°

Rotatable angle £110°

@D power switch @ decrease CT

3) increase CT @ decrease brightness

Light Head Distance from Floor ® increase brightness
65-180cm

» Specification

[ [lumination >80000Lx
Colour temperature 4200-5500K (adjust)
Spot diameter 180-220mm
Colour rendering index Ra>90
AKL-B400L
AKL-B400L (bat)
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LED X-Ray Film Viewer Purification Installation Solution >> >

With more and more purification operating room developing, the hospital has strict requirements on
the LED X-Ray film viewers installation and maintenance. To meet customer demand, our company has
developed some purification LED X-Ray film viewers are with stainless steel material, which can be

embedded install.lt is convenient to replace, maintain, and clean.

» Specification

Embedded Screen Number 12 1%3 154 2% 2 2°3 2%4
Fra(n%ems)ize 844 X534 1204 X534 1564 X534 844X1052 1204 X1052 1564 X1052
Mountrzgmh:lle size 818X508 1178X508 1538X508 818X1026 11 78X 1026 1538X1026
Embedded Cabinet
Thickness (mm) 36 36 36 36 36 36

I 1 / S00€e wiz

Embedded installation
In the front

Installation Instruction

Stainless steel,
easy to clean

» Installation diagram and effect drawing

e | he upper boxis
Inserted

e | he down frame is fixed by

magnetic suction

boissscsaceee B

® Hole Size
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AOT-D plus LED X-Ray Film Viewer (Sidelight Mode)

__eg

PWM Controller The power supply chip adopts
gallium nitride technology,
which is more resistant to high
temperature, safer and
miniaturized

Case thickness is

Case thickness is only 25mm

only 25mm

Sidelight mode Menu

OLtvin st 0000
Lty S SSCHE

2056GESOO0CES
10056GaSSH00EE

> Product Feature

Silicone Clip Device The power supply chip adopts
gallium nitride technology,
which is more resistant to high
temperature, safer and

miniaturized e The high-efficient and durable LED light source, it can work more than 100 000hours.

P> Product Feature

*PWM dimming system, color temperature can adjust flexible and stable.

e The high-efficient and durable LED light source, it can work more than 100 000hours. eKnob stepless dimming, humanized design, simple and convenient operation.

* PWM dimming system, color temperature can adjust flexible and stable. e Sidelight with light guide plate technology, optimized structure, the case thickness is only 25MM.

e Sidelight with light guide plate technology, optimized structure, the case thickness is only 25MM. ®Automatic sensing function,plug is bright,memory function.

e Separate control each panel,plug is bright,automatic sensing function,memory function,delay power off function. *Reliable silicone film clip device.

e The power supply chip adopts the new semiconductor material gallium nitride, which is more resistant to high temperature, safer and

® Reliable silicone film clip device. 7
smaller.

® The power supply chip adopts the new semiconductor material gallium nitride, which is more resistant to high temperature, safer

and smaller. ®Aviation aluminum +ABS structure design, the body heat dissipation function improved, greatly extend the service life.

® Aviation aluminum +ABS structure design, the body heat dissipation function improved, greatly extend the service life.

» Specification » Specification
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AOT-1D AOT-4D AOT-1D plus AOT-2D plus AOT-3D plus AOT-4D plus
Model NO. AOT-1D AOT-2D AOT-3D AOT-4D Model NO. AOT-1D plus AOT-2D plus AOT-3D plus AOT-4D plus
External Size(mm) A450%500x 25 810x500%25 1170x500%25 1530%x500%x25 External Size(mm) 476x500x25 836x500x25 1196x500x25 1596x000x25
Visual Size(mm) 360x420 290x490 1080x420 1440%420 Visual Size(mm) 361x420 721x420 1081x420 1441x420
Max.Power 30W 60W 90W 120W e 30W 60W 90W 120W

Maximum X-Ray film
reading size

17x14inch (355.6x431.8mm)

Light Source

lifespan: super high brightness SMD LED 144pc/panel; CT > 6500K; lifespan of 100000hrs

Electric Parameters

Global Voltage Adaptive built-in power;AC90V-240V;50/60Hz

Brightness Setting

PWM dimming system,minimum brightness<300cd/m2 and the maximum brightness=24000cd/m2. The
brightness can be customized

Clip device

Slicone clip device

Mount Type

Wall mounted; Bracket type (optional)

Application Films

General film,digital film,breast mamography film

Sensor function

Separate control of each panel,automatic sensing function,plug is bright, mnemory function,delay power off function

Viewing Uniformity

=>90%
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Maximum X-Ray film
reading size

17x14inch (355.6x431.8mm)

Light Source

lifespan: super high brightness SMD LED 144pc/panel; CT > 6500K; lifespan of 100000hrs

Electric Parameters

Global Voltage Adaptive built-in power;AC90V-240V;50/60Hz

Brightness Setting

PWM dimming system,minimum brightness<300cd/m2 and the maximum brightness=24000cd/m2. The
brightness can be customized

Clip device

Slicone clip device

Mount Type

Wall mounted; Bracket type (optional)

Application Films

General film,digital film,breast mamography film

Sensor function

Automatic sensing function,plug is bright,memory function,delay power off function

Viewing Uniformity

>90%
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Ultra-Bright LED X-Ray Film Viewer(Back Light Mode) Ultra-bright Multiple-Panel LED X-Ray Film Viewer

Imported Acrylic Light Diffuse Plate
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Global Voltage Adaptive PWM Controller The power supply chip adopts ® ®

built-in power gallium nitride technology, which is
more resistant to high temperature,
safer and miniaturized
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Energy-saving Global Voltage Adaptive built-in power

|

RARGSEEECOEE

P> Product Feature

= ,.
5 1
L R

e The high-efficient and durable LED light source, it can work more than 100 000hours.

e \Vith dot-matrix backlight technology, the brightness area can be adjustable among 0-6000cd/

PHASHEECOCEE
06HSEEELC0E
it ste s,

|

e PWM dimming system, color temperature can adjust flexible and stable.

e1.77 inch LCD displayer, brightness can adjust 0-100 stages.

eBacklight with light guide plate technology, optimized structure.

® Automatic sensing function, the plug is bright.

®Reliable silicone film clip device.

® Constant currentdrive for stable working, and for increasing working life.

® The power supply chip adopts gallium nitride technology, which is more resistant to high temperature, safer and miniaturized

PWM Controller

Silicone Clip Device

» Specification

The power supply chip adopts
gallium nitride technology, which s
more resistant to high temperature,
safer and miniaturized
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» Specification

AOT-1D pro AOT-2D pro AOT-3D pro AOT-4D pro
Model NO. AOT-1D pro AOT-2D pro AOT-3D pro AOT-4D pro Model NO. AOT-5D pro AOT-6D pro
External Size(mm) 480x502%38 840x502x38 1200x502%38 1560x502x38 External Size(mm) 1920x502x38 2280x502x38
Visual Size(mm) 360x422 790%x422 1080x422 1440%427 Visual Size(mm) 1800x422 2160x422
Mas el 30W 60W 90W 120W MaE R awa) 150W 180W
pgaa)éiirgggii(e-Ray L 17x14inch (355.6x431.8mm) rl}ﬂeaa)éiirggg}z(éi?ayfilm 17x14inch (355.6x431.8mm)
Light Source super high brightness SMD LED 780pc/panel; CT > 6500K; lifespan of 100000hrs Light Source super high brightness SMD LED 780pc/panel; CT > 6500K; lifespan of 100000hrs

Electric Parameters Global Voltage Adaptive built-in power;AC90V-240V;50/60Hz

1.77inch LCD display with0-100 stages brightness adjustment,minimum brightness<300cd/m2 and the
maximum brightness26000cd/m2.

Electric Parameters Global Voltage Adaptive built-in power;AC90V-240V;50/60Hz

1.77inch LCD display with0-100 stages brightness adjustment,minimum brightness<300cd/m2 and the
maximum brightness26000cd/m2.

Brightness Setting Brightness Setting

Clip device Slicone clip device Clip device Slicone clip device

Mount Type Wall mounted ; Bracket type (optional) Mount Type Wall mounted ; Bracket type (optional)

Application Films General film,digital film,breast mamography film Application Films General film,digital film,breast mamography film

Sensor function Separate control of each panel,automatic sensing function,plug is bright,memory function,delay power off function Sensor function Separate control of each panel,automatic sensing function,plug is bright,memory function,delay power off function
Viewing Uniformity >90% Viewing Uniformity =90%
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	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12

